JPK Day Sailor 9.98

Length overall LOA 9,98
Waterline length 9,48
Hull width 2,99

Draft 2,10

Twin-keel 1,50 m
Weight 2, 850 t

Ballast 1,400 t

4 Berth

Headroom 1.70

Sail surfaces

Close-hauled 68m2
Spinaker 110 m2
Hull and deck

Balsa& Airex -cored, vinyester infusion sandwich construction
Partitions and fittings in Airex

Anti-slip plastic flooring

Hull/deck assembly with vinylester glue

Green teak-upholstered cockpit

Deck shower hose

Emergency

Crash box (bow)
Buoyancy chambers in bow and saloon bedding

Keel

Steel beam and composite covering
Lead bulb keel

Embedment in conical well
Optional twin-keel: draft = 1,50 m

Rudder

Pendulous single rudder
Stainless steel axle

Composite covering

Optional: pendulous twin-rudder
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Main tiller

Carbon sandwich structure
900 mm stick « Spinlock »

Hatches and deck panels

2 x 10 mm green-smoked altuglass roof portholes (lateral)
1 front deck panel

2 lateral front deck panels (cockpit)

Deck equipment

Organiser :

4 Spinlock XTS XAX clutches

4 HARKEN jammers

2 downhaul mainsail turrets

2 self tailing HARKEN 40 winches

Cockpit :
2 HARKEN 42 winches

1 mainsail turret for main sheet.

1 backstay with larboard — starboard return
1 genoa rail with inhauler

1 mainsail rail placed in cockpit

8 HARKEN jammers

2 spi blocks

2 spi barber

2 adjustable helm toe clips

4 "Goiot" folding cleats

9/10 th rigging

Anodised aluminum mast (choice of colours)
Lacquered aluminum boom

Rigid downhaul

Windex weather vane

Electrical wiring with tri-colour lights on mast head
Optional: carbon mast

Standing rigging

Dyform shrouds and stay
Textile backstay

Deck running rigging

1 mainsail halyard

1 Spi-head halyard

1 Spi-hound halyard

1 genoa halyard

1 mainsail sheet

1 adjustable backstay
2 genoa sheets

1 asymetrical spi sheet

Saloon
Larboard — starboard settee
with under-seating storage.



Kitchen

Single hob , 1 sink , storage facilities
Pressurised water with deck shower hose.
80 mm thick P.V.C cushions

Bow

Double berth 2,20 x 1,40
80 mm thick P.V.C cushions
Integrated chemical W.C.

Sail store room :
Larboard — starboard behind companionway .
Electrical

Under companionway
1 x 75 A/H engine battery
1x105 A/H auxiliary battery

12-function electrical cabinet
Course and top lights on mast head

Engine

Volvo D1 13 HP under cockpit

Optional D1 20 Hp

2-blade folding propeller

1x75L diesel fuel reservoir

Hull colour

White

Optional : choice of colours (transfer, or gel coat)

Price including VAT 118 960 €



